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Abstract 
A description is given of a PWR power plant model working in real 
time on a hybrid computer. The basic equations are derived and simpli-
fications discussed. Independent, detailed models were prepared for the 
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velopment of simpler models. The independent, detailed models are in-
cluded in the presentation. 
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1. INTRODUCTION 
A PWR power station model including the major components in both 
primary and secondary circuits was developed as a tool for investigating 
the dynamic characteristics of the complete station. Investigations com-
prise the analysis of control systems, of normal operation procedures in 
the power range 25-100% of full load, and of some accidents of a minor 
nature. 
The model is implemented on a hybrid computer in order to achieve 
computation in real time with the best man-machine communication avail-
able at Risø. The price paid for these advantages is limited computing 
power, which results in limits to the complexity of the model. 
As the structure and details of the model depend heavily on the com-
puter configuration, this is given in Appendix A. 
The power station model is composed of submodels of the following 
units: the reactor, the primary circulation circuit, the pressuriser, one 
steam generator, and on the secondary side a turbine with a reheater be-
tween the high and low pressure section. The station is coupled to an 
electrical power grid including a further generating unit represented in a 
very simple way. The computer system only gives space for one steam 
generator, and no space at all for the condenser and the feedwater reheaters 
on the secondary side. It is regarded as more important to save equipment 
and computing time for simulation of a control system for the power plant. 
A diagram showing the basic physical system is given in fig. 1, and a 
diagram ol the structure of the model is given in fig. 2. 
Some of the components have been studied separately by independent 
models, most extensively the steam generator and the pressuriser. These 
models were used to develop more simplified models for the complete 
station model. They may, in addition, be used for a detailed study of 
transient effects in the individual components, when input transient time 
functions have been calculated by the station model. 
The roost detailed submodel is the reactor model, which is developed 
in one space dimension along the fuel elements. All quantities across the 
core are taken as mean values. The space axis is divided into 1 6 sections 
(14 fuel and 2 reflector sections) for the neutron kinetic calculations and 
14 sections for the heat transfer calculations. The kinetic calculations are 
carried out by a digital routine, whereas the heat transfer calculations are 
performed as hybrid computations. This procedure gives optimum utilis-
ation of the computer concerning computing speed, equipment, accuracy and 
stability. 
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The heat transmission and the temperature distribution in the fuel may 
be studied in more detail by an independent Fortran program, where the 
fuel pellets are divided into ten shell segments and one canning segment. 
The program runs in real time synchronized from the analog computer. 
It outputs some variables via DA converters for registration. 
The independent steam generator model i s a one-dimensional model 
of a U-tube type with 40 sections along the U-tubes. It i s implemented by 
a Fortran program and does not work in a fixed time scale as the computing 
speed i s slow, about 20 times slower than real time. In the simplified 
version of the station model the 40 sections are lumped together in one 
section described by appropriately selected weighting functions. This 
version is carried out by analog components with a few temperature-
dependent parameters calculated by a digitial routine. 
The pressuriser was studied extensively by an independent model 
consisting of equations for a two-point system: the water and the steam 
phase. Each phase may exist in one of the two states: saturated and non-
saturated (superheated steam and subsaturated water). The influence of 
different effects such as transition between saturation and non-saturation 
and heat transmission to the tank wall was studied. A slightly simplified 
version is used for the station model. The independent model i s programmed 
for the digital machine in a macro-assembler language. It runs in either 
real time or ten times faster synchronized from the analog machine with 
outputs via DA converters only. The simplified version i s carried out a s a 
digital routine. 
The primary circulation circuit i s modelled as one single loop s ince 
only one steam generator i s included. It i s described bj compartment 
equations using eight compartments for the circulation line, four for the 
steam generator and four for the reactor outside the core. The pump i s 
not modelled as it normally runs at constant speed. The calculations are 
programmed as a digital routine. 
The steam load system consists of a turbine which for simulation i s 
divided into HP and LP sections, regulating valve, and reheater with mois-
ture separator. The pressure profile and the reheater steam temperature 
are calculated by analog components, while the turbine power is calculated 
in a digital routine using a Mollier diagram. 
The electrical grid is simulated quite simply by a time lag function 
giving the frequency deviations for production - demand power mismatch. 
All other production units are combined in one unit with power-frequency 
control. The PWR station may be equipped with a power or a power-frequency 
control system. 
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The digital routines are written in a macro-assembler language de-
veloped only for hybrid calculations. This makes it possible to use the 
PDP8 central unit, the floating point processor and the EAI analog computer 
for simultaneous calculations. By careful distribution of the tasks among 
the 3 units, i t i s possible to run the simulation in real t ime with a time step 
of 0. f sec for the digital and hybrid routines. Some few milliseconds of 
the 100 m s time step and some analog components are in reserve for con-
trol system simulation. The diagram in fig. 3 shows itow the computations 
are distributed in time on the three computing units. 
The following chapters give the basic equations for both the station 
submodels and the independent models of separate units. The equations 
contain several temperature- and pressure-dependent parameters for heat 
transfer and friction calculations. They are normally approximated by 
polynomials or calculated by diode function generators. In a few cases 
some parameters are assembled in a single function for simplification, 
and only for these cases are numerical values given for justification in this 
report. A following report ' will give the numerical values for a test ex-
ample, the equations with numerical values, scaled equations and patching 
diagrams for the analog computer, and program printouts. 
In the basic version the model has three main input variables: control 
rod position, boron acid concentration and electrical power load. The three 
control input variables - feed water flow to the steam generator, coolant 
flow and heating power for the pressuriser - are given by local control 
algorithms that must be included for stability reasons. The control param-
eters, however, are easily changed. An overall power control system i s 
not included as the model i s intended for use in a study of different control 
methods. 
Perturbation of variables and parameters, which are fixed for normal 
operation, i s possible, but for the basic version requires acquaintance with 
details in the program. For specific purposes some few perturbation 
possibilities may be included in a special version. 
2. NEUTRON KINETICS 
The neutron kinetics i s described by the one-dimensional, one-group 
diffusion equation: 
v-lf " D±-i' V * * 1 - « * £f* + ZKici- ( 2 , , ) 
dx
 { 
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The parameters O, t a and *S f are all functions of the core composition 
and the temperature of the different components. Static reactor physics 
calculations have been used to find second-order polynomials in five vari-
ables for the three parameters. The five variables are: fuel temperature, 
water temperature, water density, boron acid concentration and control 
rod density. 
As the equations are solved by a digital routine, a sampling in time is 
necessary. A sampling time equal to 0.1 sec i s chosen according to the 
thermal and hydraulic time constants and the delayed neutron decay con-
stants. This time step is much larger than the time constant for the dif-
fer .on equation, so any transient in the flux, for a fixed perturbation in the 
neutron parameters, will die out completely in one time step. It means 
that the derivative term on the left side may be neglected. 
Integration in space i s carried out by division of the space axis in 
segments Ax and transformation to a difference equation by first-order 
differences: 
^7 * - ^ V i " 2 * ! * Vi>- <2'2) 
dx 4x J ' J ^ ' 
This corresponds to the assumption that the flux values for three 
neighbouring sections are placed on a second-order curve, when the flux 
• - refers to the middle of section number j . 
The boundary value problem is solved by means of reflector sections 
at each end of the fuel sections. It is assumed that the neutron current J 
back to the reflector from the surroundings is equal to zero. For the lower 
section at x * 0 it means that: 
J+ " V'o • 2D<a5>o> * ° ^ v i n « ( 2 3 > 
< £ > o a "TO"- <2<> 
We can now use an approximation corresponding to the linear differ-
ence approximation for the fuel sections and assume that the fluxes e ^ e. 
and ?2 belong to a second-order curve. e. and « 2 a r e t n e luxe* In the 
middle of the reflector section and the first fuel section, and e the flux 
o 
at the reflector boundary. This gives an expression for the flux slope 
at x > 0: 
- » -
, d e . *»1 ~*2 , , si 
where D is the iHfftjT*«*" constant for the reflector section. 
Similarity we obtain an expression for ^ at the other reflector boundary: 
•aiV, * - SkVAT • «*••> 
where m is the total number of sections including the two reflector sections. 
Insertion of (2.2), (2. 5) and (2. S) into the diffusion equation (2.1) gives: 
cj.j-i Vi + S i "J " ci.i*i V i *(" I ^ V (*•,, 
i 
which can be written as a matrix equation 
«C) f S. <*-»> 
where S is a source vector and (c} is a band matrix with 
2D 
Cjj-o-wvVrr 
c «c • -S. 
for 2 *} * m-l 
c l , 2 ' Cm,m-1 " l ! < n * 3 * x - T T T O > 
for the first and last row in (2.8). 
The solution of the diffusion equation is thus reduced to the solution of 
n linear equations with coupling coefficients different from zero only for 
neighbouring elements. The coefficients in the matrix C have to be cal-
culated for each time step as functions of five variables, as mentioned 
earlier, with values corresponding to the previous time step. It means 
that a time delay of half a time step i s introduced in the kinetic feedback 
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loop. With a t ime step of 100 mS, the delay of 50 mS is negligible com-
pared with the thermal t ime constant. 
The neutron flux is converted to power according to the equation: 
N = •£ V. » I . f, (2.9) 
where N is the neutron power per co re section, A i s the energy r e l ea se 
per fission, and V, is the co re volume per section. 
The source te rm in equation (2. 7) is the delayed netrons for which we 
use three groups. The concentration of the emi t te rs is calculated according 
tc the equation: 
X . C i + P i v i ; f e , (2.10) 
for each group in each core section. Fo r the present version cf the model 
it means that (2.10) must be solved 3 x 1 4 t imes for each t ime s tep . This 
i s best done by a digital routine involving sampling in t ime . Equation (2.10) 
i s integrated using the difference equation: 
A T ^ n + 1 (C Cn> = 7< C n + 1 + CJ + p v l . e . f Tn 
which can be reduced to the following form: 
(2.11) 
r - 2-XAt lr, 2BAt tf£ _ » 
cn+i --2TTrr(cn+-2trsrvLf V-
(2.12) 
Neutron kinetic symbols 
f 
D 
£ 
a 
H 
V 
V 
c i 
2 
Neutron flux 1 / cm s 
Diffusion constant cm 
Absorbtion c ross section 1/cm 
Fission c ross section 1/cm 
Thermal neutron mean velocity c m / ø 
Yield of prompt neutrons per fission 
3 
Concentration of delayed neutron emitter group i J /cm 
Decay constant for delayed neutron emitter group i 1 / • 
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p\ : Yield of delayed neutrons group i 
A : Energy release per fission MJ 
3 
V* : Core volume per core section m 
Ax : Length of core section m 
N : Nuclear power per core section MW 
At : Time step sec 
3. THE FUEL MODEL 
The fuel i s divided into vertical sections along the coolant flow, as 
mentioned in chapter 2. The nuclear power is used with an even distri-
bution over the cross section, and the axial temperature profile i s taken 
as constant within each section. The fuel model for the complete station 
model i s a simple point model, but the validity has been checked by com-
parison with a more detailed model with ten-shell sections around the axis 
of the fuel pin. Section 3.1 gives a description of the ten-shell section 
model and 3 .2 of the simple point model. 
3 . 1 . A Ten-shell Section Fuel Model 
The fuel pin i s divided into ten cylindrical sections with equal thickness. 
The heat t r ansmiss ion i s calculated with a temperature-dependent heat 
transfer coefficient, but constant specific heat for the fuel. Both these 
quantities are taken as constants for the canning, and also the heat transfer 
coefficient for the air gap i s used as a constant. The heat transfer from 
the canning surface to the coolant i s calculated according to the equation 
(3 .1 .1 ) derived from the Dittus-Boelter equation. 
" c . c • ^ ^ T T T 2 ° c . "c<Tc> < ^ > ° ' " < 3 - ' ' " 
wher«
 0 _ , ^„ , 
W ' V M 
i s taken as a function of the coolant temperature only, as the pressure 
dependence i s extremely small . H.(T) i 
that a linear approximation can be used. 
s plotted in fig. 4, which shows 
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The temperatures in the shell sections and in the canning are calculated 
by the heat balance equations: 
C l T t = Q 1 - k 1 ( T 1 - T 2 ) 
c i V Q j + k M ( T M - T j ) - k i ( T r V i ) ( 3-K 2 ) 
C 11 T 11 = k l 0 * T 10" T 11) " k11 *T11 " T c * • 
where 1 * j ' 1 0 refers to fuel sections and j = 11 refers to the canning. 
The coefficients are given by the following set of equations: 
V - T & C u f o r i - j - 10 
Qj - % 5 - N f o r i * j - 10 
C 1 1 * C c a « 3 - , ' 8 > 
2j+1 
. = ( 2 i » K . J + 1 / l n ^ 1 i ) A x M u for 1 * j - 9 
>10 »«»-- " " " 1 0 , g "g "ca~*ca 
1 „ , ln(20/19), . 1 . *ca , 1 
kTT a z ugca = ( 2 « T / f t J + EI + H „ 5 ^ ' E i : 
W 0 8 
. „ 0 .023E-3
 n „ / T w c * * k11 "
 p e 0 . 2 ° c a H c ^ T c > ( - ^ ) 
c 
xi.j+i - V 4 < T J * TJ+I» 
So,g-vi<Tio+T«g» 
T u g " Z g c a k 1 0 < T 1 0 - T 1 1 > + T 1 1 
Zgca {K K*»Ka '**K ° g ca c  u 
H ca " " < 2 r u * 2 A r g + * r c a ) . 
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The heat is distributed among the fuel sections assuming an even 
distribution over the fuel cross section. C- is the heat capacity of the 
shell sections; k- i s the heat transfer coefficient between the sections, 
k. Q i s composed of the heat resistance in the half part of the outmost fuel 
shell, the air gap and the whole canning; k.. is the heat transfer coef-
ficient from the canning surface to the coolant. It means that the heat 
capacity of the canning, C . . , i s located at the canning surface. 
The equations (3 .1 . 2) are solved by a digital program with the dif-
ference approximation: 
The equations can then be rearranged to a system of linear equations: 
< * F + k 1 > T , , n + 1 " k , T 2 , n + , = Q l + £ T , . n 
- k . . T . ,
 J . , + ( - r f - + k . , + k.)T. . . - k . T . . . . . =Q.+ - r / T . J -1 j - l , n + 1 \5F j - 1 J J, n+1 j j + 1 , n + 1 ^ j 2F j , n 
(3 .1 .5 ) 
k 10 T 1 0 , n+1 + ( "ST + k 10 + k1 1 ) T 1 1 , n+ 1 = k11 T c + ~ZT T 1 1 , n 
C 11 ^ .. ^ ,. X rr, _ u rr, ^ C H 
which can also be written as a matrix equation with the band matrix { K } : 
{ K } T n + 1 = Q + C - T n . (3 .1 .6) 
3. 2. A Two-point Fuel Model 
In the point model the fuel i s combined in one section surrounded by 
the canning as another section with an air gap between. Comparison of 
transients for the two models has shown that reasonably good agreement 
can be obtained with selection of the heat transfer coefficient for the fuel 
from a static calculation. 
The two-point model i s described by the following set of equations: 
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C T = N - k , (T - T ) 
u u r u ca # 
C T k . (T - T ) - Q 
ca ca P u ca # ~ c 
i K 
= Z - u + Z 
k J ugca \ u gca 
Ar 
c_ 
~Sca 'kg * Æ * A ^ T (3.2.1) 
T u g - T „ + Z   k J T - T ) 
ca g c a r u c a ' 
* =
 fv ( i<T + T )) u \* 2* u u g " 
Q = M T - T ) . 
^ u V u ca 7
The coeff ic ient K^ i s c h o s e n s o t h a t t he fuel t e m p e r a t u r e T i s equa l 
to the fuel m e a n t e m p e r a t u r e for the t e n - s e c t i o n m o d e l a t 300 W / c m fuel 
pin ( c o r r e s p o n d i n g to a p p r o x i m a t e l y 250 MW p e r c o r e s e c t i o n in the a c t u a l 
s tudy) . C a l c u l a t i o n of t he hea t flow Q to t h e coo lan t i s d i s c u s s e d i n t h e 
next c h a p t e r . 
T h e p r e c i s i o n of the m o d e l i s i l l u s t r a t e d in f ig. 5, which s h o w s a 
t r a n s i e n t in hea t flow fo r t h e two-po in t m o d e l and the t e n - s e c t i o n m o d e l 
for a s t e p in s e c t i o n power f rom 1 25 to 250 MW. T h e a g r e e m e n t i s found 
to b e e x t r e m e l y good c o n s i d e r i n g the g r e a t d i f f e r ence in n u m b e r of fuel 
s e g m e n t s . 
As the equa t ions (3 . 2 . 1 ) a r e u sed in a d i s c r e t e t i m e m o d e l , the two 
d i f fe ren t i a l equa t ions m u s t b e c o n v e r t e d to d i f f e r ence e q u a t i o n s . Even 
though the d r i v ing v a r i a b l e N i s only known a t t i m e n for c a l c u l a t i o n of 
t e m p e r a t u r e s at t i m e (n + 1), the i n t e r n a l f e e d b a c k s wil l be c a l c u l a t e d fo r 
t i m e (a + ^ ) to i m p r o v e the s t a b i l i t y . T h e two d i f f e ren t i a l equa t ions wi l l 
be so lved a s fol lows; 
T u ( n + 1 ) = T u ( n ) + A t T u 
V u - - C 7 (N<n> " k r V n + 7> " T c a < " + I > » 
T c a < n + , > * T c a < n > + A t T c a 
V c a ' X f ; < M T u < n + 7> " T c a < " + 7 » " < V n + 7 » « 
(3 .2 .2 ) 
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Ar 
g 
Ar 
c a 
F u e l m o d e l s y m b o l s 
R a d i u s of fuel p e l l e t s 
A i r g a p b e t w e e n fuel p e l l e t s and cann ing 
T h i c k n e s s of canning 
H y d r a u l i c d i a m e t e r of t h e coo l ing c h a n n e l 
L e n g t h of a fuel s e c t i o n 
N u m b e r of fuel p ins in c o r e 
Cann ing h e a t t r a n s f e r a r e a p e r m fuel pin 
Cann ing s u r f a c e p e r c o r e s e c t i o n 
H e a t c a p a c i t y of fuel p e r c o r e s e c t i o n 
H e a t c a p a c i t y of fuel in s e c t i o n n u m b e r j 
H e a t t r a n s f e r coeff ic ient f rom fuel s e c t i o n 
n u m b e r j t o j+1 
H e a t t r a n s f e r coeff ic ient for the a i r g a p p e r m 
D e 
Ax 
M.. 
H 
c a 
O 
ca 
'J 
g 
X.. . . . 
10, g 
ca 
gca 
u g c a 
T i 
ug 
ca 
W. 
fuel p in 
T h e r m a l conduc t iv i t y 
T h e r m a l conduc t iv i ty f rom fuel s e c t i o n j to j+1 
T h e r m a l conduc t iv i ty for o u t e r half of t h e o u t m o s t 
fuel s e c t i o n 
T h e r m a l conduc t iv i ty f o r cann ing 
T h e r m a l r e s i s t a n c e in a i r g a p and cann ing 
T h e r m a l r e s i s t a n c e in a i r g a p , cann ing and o u t e r 
half of o u t m o s t fuel s e c t i o n 
H e a t r e l e a s e d in fuel s e c t i o n j 
T e m p e r a t u r e i n fuel s ec t ion j 
T e m p e r a t u r e of fuel pe l le t s u r f a c e 
Mean t e m p e r a t u r e of fuel pe l l e t s 
Canning t e m p e r a t u r e 
Coolant flow 
m 
n-
m 
m 
m 
m 
2 / m / m 
m 
M J / ° C 
M J / ° C 
M W / ° C 
M W / ° C m 
M W / ° C m 
M W / ° C m 
M W / ° C m 
M W / ° C m 
° C / M W 
° C / M W 
MW 
o _ 
"C 
kg/B 
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4. THE PRIMARY CIRCUIT WITH HEAT TRANSPORT 
AND BORON ACID DISTRIBUTION 
4. 1. Heat Transfer in Core 
The temperature r i se of the coolant in the reac tor co re is calculated 
by the energy balance equation assuming an even distribution of flow velocity 
over the c ross section. The basic form of the equation i s : 
dT 
p <J x "n " "c ' i p W c -r-S = q - A P, c T . (4.1) 
c p < J x M t c f p c % ' 
The equation i s solved in d iscre te spaces to d i sc re te t imes . The core 
is divided into 14 sections along the flow direction as mentioned in chapter 2. 
The space derivative for section j i s approximated by the difference t e rm: 
rr = rr^cW-TcO-1))- (4-2) 
The t ime derivative to t ime step n i s approximated by the difference 
te rm: 
TT = ffr(Tc(n+1)-Tc(n)) (4.3) 
Equation (4.1) can then be written a s : 
i Qt(J> V f 
T c ( j ,n+1) = T c ( j - 1 , n + 1 ) + 1 - ( - ^ j ^ - L & tT c(j ,n+1)) 
c p 
(4.4) 
A t T c ( j , n + 1 ) - T c ( j ,n+J) - T c ( j , n). 
The actual values for the core geometry and the m a s s flow r a t e give a 
ra t io of mass flow to section m a s s contents equal to approximately 2:1, 
which i s about twice the stability limit for s imple Euler integrat ion. But 
due to the internal feedback in equation (4.4), we do get a s table solution. 
Further, the dynamic accuracy i s sufficient, a s the input var iable Q t for 
the equation is smoothed by the heat capacity in the fuel. 
The heat flow from the fuel i s calculated according to either the Dittus 
Boelter or the Thorn relation, depending on which of them gives the greatest 
heat flow. The calculations are done in parallel and the highest value i s 
chosen. The equations are: 
- 17 -
Q d " ° n 0 2 0 . f " 3 ° c a < X 1 ) 0 ' 8 H c <Tc> <Tca ' Tc> • <4' 5> De_ c 
c 
Q c 2 - 1. 973 E-3 O c a exp (g} - , ) ( T c a - T p g ) 2 . (4. 6) 
For the normal power range, the heat transfer will be governed by 
equation (4. 5), but for transients with high values of the nuclear power 
equation (4. 6) will determine the heat flow and set a rather sharp limit 
for the canning temperature due to the quadratic term in the temperature 
difference. 
For the temperature range 275 to 325°C, the heat transfer parameter 
H (T ), d iscussed in chapter 3, will vary about - 2%, so it may be used a s 
a constant. 
The t empera tu re margin against boiling i s about 25°C for full power, 
but even so a few steam bubbles are produced. These are without signifi-
cance in the normal power range, but may have influence on high power 
transients, so a rough calculation of the void contents and the mean coolant 
density i s included. 
The void calculation i s based upon an empirical function giving the 
relative power producing steam. It is taken as a function of the tempera-
ture difference (T - T ) only, and evaluated from static calculations 
using a more refined void calculation. The boiling power and the power 
for water heating i s expressed as: 
ft » Q f (T - T ) 
^ b ^ c v ' ps c ' 
(4.7) 
Q t - Q c - Q b . 
where f (T - T ) i s the empirical function mentioned above. 
The further calculation of the void contents i s based upon the assump-
tion that the steam bubbles are released from the canning surface and 
carried along with the water without condensing. This assumption i s 
justified by the high water velocity, which gives a mean transfer time of 
0.7 sec for the core. 
The basic equation for the void calculation i s the mass continuity 
equation: 
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It is solved in the same way as equation (4.1) giving: 
p f Q b 0) v 
oU.n+1) = a(j-1.n+1) + ^ (JJ-2- - J r ^ o t j . n+1)) 
c fg^gs 
(4. 9) 
A ta(j. n+?) = a(j.n+1) - a(j, n) . 
For the actual study we do use constant values of h. . p_„ and p,, as J
 ig gs I* 
variation in these parameters i s only a second-order effect in a second-
order variable. 
The mean coolant density i s calculated as: 
P m = P f - . ( P f - P g s ) , (4.10) 
where (P, - P ) i s taken as a constant while P. i s a function of T . 
» f g s ' i c 
The stearn leaving the core is mixed completely with the water in the 
upper plenum of the reactor tank, and condenses due to the relatively low 
water velocity (the transit time i s about 2. 5 sec). In the model the con-
densation i s removed to a compartment close to the core with the same 
geometry as the core sections (identical to the upper reflector for the 
kinetic calculations). The calculations for an extra core section are 
repeated with Qb - 0 and Q, equal to the sum of Q. for the 14 core sections. 
The heat transfer calculations for both fuel and coolant, which are 
described by the equations (3. 2.1), (4.4) - (4.7) and (4.9) - (4.10), are 
implemented as pure hybrid calculations. The equations are solved as 
algebraic equations by analog equipment with input values from the digital 
computer, which again reads the output values and updates the profiles 
stored as arrays. The main advantage of the hybrid procedure is the high 
calculation speed, but also a more stable and accurate solution i s obtained 
than by pure digital calculation due to the internal feedback from the cross 
couplings in the equations. 
4. 2. Heat Transport in the Primary Circuit 
The temperature distribution in the primary loop i s calculated with a 
division of the loop into compartments as shown in fig. 6. The four core 
compartments are only used for calculation of boron acid concentration, 
as discussed later. The circulation tubes are divided into relatively small 
compartments to get a reasonable approximation of the combined time delay 
and mixture process. The reason for selecting only two compartments for 
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the steam generator t - tubes i s given in chapter 6. 
The calculation for the individual compartments follows the equation: 
T(o,n+l) = (T(o.n)+ Q£- T(i.n+1))/(1 + £ L ^ ) . (4.11) 
v o
 f v p f 
This i s actually the same equation as (4.4) without the heat transfer 
term Q. 
The net mass flow from the individual compartments due to thermal 
expansion i s calculated together with the temperature distribution. The 
equation i s : 
d p f . d p { 
m « . V 0 - - V a i r i T - - a ^ £L(T(u ,n+1) - T ( i , n-H )) . (4.12) 
The same term for mass flow from the core i s calculated as: 
d p f 1 
m s
 "
V T T "5t _ a t T c < J ' n > - < 4 ' , 3> 
j 
where the sum is calculated in the hybrid routine for the core. 
The temperature distribution and the total expansion mass flow from 
the primary circuit are calculated in a digital routine with the core and 
steam generator outlet temperatures* as input values. 
4 . 3 . Boron Acid Distribution 
The boron acid concentration in the primary loop is also calculated 
with a division in compartment, and using the same division as used for the 
temperature calculations plus four compartments for the core and two extra 
compartments for the L-tubes in the steam generator. It i s assumed that 
the boron acid i s injected into and extracted from the same compartment. 
This is a useful approximation as the extraction rate is so slow that the 
concentration may be regarded as uniform in the circuit. The concentration 
i s calculated with an equation s imi lar to (4,11), but with the inclusion of an 
injection term for the injection compartment: 
W 
C b ( % n - M ) « ( C b ( o , n ) + ^ ( C b ( i . n - H ) + - ^ ))/(, * ^*L). ( 4 .14) 
The concentration distribution i s calculated in a digital routine with the 
boron acid injection rale, W., as input variable and the boron concentrations 
in the core compartments as output variables. 
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Symbols for the primary circuit 
c 
Dec 
V 
Vc 
W 
W c 
W. 
^c 
% 
% 
% 
«b 
T 
T_ 
ps 
"g* 
Pm 
hfg 
CP 
o 
Cb 
Indices 
J 
Cross section of the core coolant flow 
Hydraulic diameter of the cooling channel 
Volume of a compartment in the primary circuit 
Volume of the coolant in a core section 
Flow rate 
Flow rate in the core 
Flow rate of boron acid to the coolant 
Velocity of the coolant in the core 
Heat flow to the coolant per m core 
Part of q used for heating of coolant 
Part of q used for boiling 
Heat flow to the coolant per core section 
Corresponds to q. 
Corresponds to q. 
Temperature in the coolant 
Temperature in the coolant in the core 
Saturation temperature in the primary circuit 
Pressure in the primary circuit 
Density of water 
Saturation density of steam 
Mean density of coolant in core 
Evaporation heat of water 
Specific heat of coolant 
Steam volume fraction in core 
Concentration of boron acid in the coolant 
Section number in core 
m 
m 
3 
m 
3 
m 
kg/s 
kg/s 
kg/s 
m/s 
MW/m 
MW/m 
MW/m 
MW 
MW 
MW 
°C 
°C 
°C 
bar 
kg /m 3 
kg /m 3 
k g / m 3 
MJ/kg 
MJ/kg°C 
n : Time event. T • T • n • t 
o 
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o : Outlet for a compartment in the primary circuit 
i : Inlet for a compartment in the primary circuit 
5. THE PRESSURISER MODEL 
The pressuriser dynamics was studied by a two-point non-linear 
model programmed as an independent digital model. A slightly simplified 
version was worked out for the station model with due consideration to 
computing time and the importance of the different effects as studied by 
the complete model. 
Section 5,1 gives a description of the complete independent model 
and section 5. 2 of the simplified version. 
5 . 1 . A Two-point Non-linear Model 
The pressuriser i s described by mass and energy balance equations 
for the water and steam phases regarded as concentrated systems, i. e. as 
two mass points. Such effects as steam bubble and water drop transit 
times and non-uniform temperature distribution are consequently neglected. 
Heat transfer between the two phases is neglected as well, whereas heat 
transfer between the steam phase and the tank wall i s included, but only in 
a simple way as it i s shown to be non-important. 
Both the water and the steam phase may exist in two conditions: 
saturated and non-saturated, i. e. superheated steam or subcooled water. 
Different equations must be used for the two conditions, and proper switching 
conditions must be included in the model. 
The equations are given in a reduced form ready for programming. 
They are easily derived from the basic mass and energy balance equations 
using Appendix A. 
The equations for the water phase in saturation are: 
V f - p - l ( W i + W c - W e - V f ^ p ) , (5 . ,a ) 
fs *s 
We ' "4 (Q " W i + ( h f s - h i> " Vf< pgs T p ~ - ° ' ' > P ' <5' 2a> 
For the subcooled condition, the corresponding equations are: 
dp dp 
V f - J - ( W i + Wc - y^TT)p h f + ( y ^ ) n p)) (5.1 b) 
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hf s v V ( Q * w c ( h f s - h f ) - w i + { h r h i , + ° - ! v f p ) * (5-2b) 
The switching from saturation to subcooling takes place when W 
reaches zero from the positive direction. W remains zero in the sub-
cooled state. The water phase returns to the saturation state when h. 
reaches hf from the lower side. In the saturation state h. i s identical 
to h f s . 
The equations for the steam phase in saturation are: 
P - —ITp <>g» *f + W e + Wk - W c - Wr> - <5 '3 a> 
8 ^ P 7 
Wc = , j l - (W^h^-1^) • V g ( P g g ^ e - - 0 . 1 , p + Q g v ) . (5.4a) 
For the superheated condition the corresponding equations are: 
P J p — ( W e + W k - W r + 0 g ( r r V g ( ^ ) p hg). (5.3b) 
A g = VJT <W.<V V - W*(hg-hk) + 0 - ' V g ^ V ' <5-4b> 
The switching from saturation to superheating takes place when W 
reaches zero from the positive direction. W remains zero in the super-
heated state. The steam phase returns to the saturation state when h_ 
8 
reaches h from the higher side. In the saturation state h i s identical 
O O 
to h g s . 
The heat transfer term, Q_v , between the steam phase and the tank 
wall i s calculated with a constant heat transfer coefficient and constant 
heating surface. Further, the heat resistance in the wall and the heat 
losses from the wall outside are neglected; this means that the exchange 
i s assumed to take place between the steam phase and a thermal capacity 
connected by a constant heat resistance. The equations are: 
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A T
« " ^
( p
-
p o ) + - r - < V V - (5.5, 
Q
*v* k q g v ( A T g " A Tv>. (5.6) 
Tv " 7 T • (5-7> 
For a real pressuriser, the thermal heating Q, the spray cooling W. 
and the steam discharge W are discontinuous functions of the pressure 
deviation (p - p ). For simplicity, continuous control functions with 
deadbaod are used in the model; this just means that the variables change 
more smoothly. The equations are: 
Q * Aq<P~ P 0 + A p g ) • ( 5 ' 8 ) 
Wk - A^p - P<> - A p j / , (5.9) 
W r - 0 f o r p - p o < AP r # (5 .10, 
Wr * const. » r p - p o * t p r . 
The sign at the upper right corner of an expression means that the 
expression i s only used when it i s positive or negative respectively; other-
wise it i s equal to zero . 
The parameters for steam and water are approximated by polynomials 
of first to third order. For the non-saturation states the parameters are 
actually functions of two variables, but for the near saturation state an 
approximation by functions of only one variable i s of sufficient accuracy. 
In the steady state a small spray cooling i s used together with some 
heating power in the vater phase to keep both phases in the saturation 
condition giving the best absorbtion of volume expansion in the primary 
loop. The t ime derivatives in the steady state are zero, which gives a set 
of initial conditions for transient calculations: 
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Q 
gs ^ ' k " "fg 
Wko = TI—- h,. - h 
(5.11) 
W i = " W k 
W - Q 
6
 ^ 
w = w + w. , 
c e k ' 
where the selection of Q determines the initial values. 
5. 2. A Simplified Pressuriser Model 
The model described in section 5.1 was used to calculate transients 
for an impulse input function for W- of both square and triangular wave 
form. Transients in all variables were studied for the influence of dif-
ferent effects. It appears that the transition between saturation and non-
saturation for the water phase i s very important, as expected, while the 
transition between the corresponding states for the steam is of minor 
importance. Also heat transmission to the tank wall i s without significance 
until the heat transfer coefficient reaches the order of 25 kw/°C m , a 
value which is larger than normal values. For a square impulse input 
function of W. the transition to steam superheating is most influential, but 
even in this case the influence on the pressure peak is less than 5%. For 
a more smooth impulse form, as produced by the reactor circuit, the 
influence is smaller. 
The simplified model is described by the equations in section 5.1 
except (5. 3b), (5.4b) and (5. 5)to (5. 7) with the term Q equal to zero in 
equation (5.4a). The steam saturation condition is "frozen", even when W 
goes slightly negative. Further, a time lag function is inserted for the 
inlet flow due to noise originating from the hybrid computations for the core; 
the time lag is chosen at 0. 5 sec at present. 
Fig. 7 gives a comparison of transients for the two models. The simpli-
fied model gives somewhat higher pressure deviations especially in the time 
interval 10 - 80 sec , but the agreement i s found to be satisfactory. 
The flow rate W^ is equal to the net mass flow rate from the primary 
circuit as calculated in section 4 , 2 . The corresponding enthalpy k. results 
from the mixing process in the surge tube. It is divided into three compart-
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ment s assuming ideal mixing in each of them. The equations correspond 
to eq. (4.11): 
At W.. At W.. 
h(j+1,n+l) = (h(j+1,n)+ ^ - 1 h(j.n+1))/(1 + ^ ^ ). (5.12) 
For WA ) 0 the calculation i s carried out upwards from the hot leg in 
the primary circuit; for W- (, 0 the calculation goes in the direction opposite 
to the pressuriser . 
Both models are implemented by digital programs using simple Euler 
integration. This is sufficient for the model included in the total station 
model, as the input function, the surge flow W., only varies relatively 
slowly as a smooth, continuous time function. For the independent model, 
however, where impulse input must be allowed, an iterative calculation of 
the algebraic variables is necessary between the integration steps due to 
the strong interaction between the equations and the phase shifts for the 
water and steam phase. Otherwise false damped oscillations in p would 
be induced by an stepwise change in p, originating from either a step in 
W. or a phase shift for the steam phase. 
Symbols for the pressuriser model 
g 
W i 
W< 
W l 
Wc 
W
« 
W
, 
Q 
Q 
p 
h 
P 
gv 
Volume of the water phase 
Volume of the steam phase 
Inlet mass flow rate from surge tube 
W, limited to positive values 
Coolant inlet mass flow rate 
Condensation mass flow rate from steam to water phase 
Evaporation mass flow rate from water to steam phase 
Mass flow rate through the pressure relief valve 
Heating power 
Heat flow between steam phase and steel wall 
Density 
Enthalpy 
Pressure 
m 3 
3 
m 
kg/s 
kg/s 
kg/s 
kg/s 
kg/s 
MW 
MW 
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c : Specific heat capacity for steam MJ/kg °C 
al l MJ /°C 
ween steam and wall MW/ C 
cv 
k 
Indices 
f 
g 
s 
k 
i 
V 
: Heat capacity for the stee 
: Heat t ransfer coefficient 
: water phase 
: steam phase 
: saturation s tate 
: coolant inlet condition 
: surge flow inlet condition 
: s tee l wall 
6. THE STEAM GENERATOR MODEL 
Next to the reac tor , the s team generator i s the most important unit 
for power plant dynamics, so it was studied in some detail by an independent 
p rogram. The resu l t s of the investigations were used to check the validity 
of a simplified version for the complete station model. 
There a r e various types of s team genera tors ; we have chosen a 
Westinghouse type with U-tube without preheater a t the feedwater entrance. 
A simplified diagram of the physical s t ruc tu re is shown in fig. 8. 
For simulation purposes the s team generator is divided into eight 
sect ions, as shown by dashed lines in fig. 8. For both models the seven 
sect ions outside the core a r e described by normal differential equations; 
but the description of the co re i s far m o r e detailed for the independent 
than for the simplified model. 
The detailed model i s described in 6.1 and the simplified model in 6. 2, 
6 . 1 . The Detailed, One-dimensional Model 
Main emphasis has been placed upon a detailed description of the 
dynamic proper t ies of the heat t ransfer and the water-s team flow in the co re . 
For this reason the core i s divided into a number of sections along the 
ver t ical axis , in the present version 20 sect ions, giving 40 sect ions along 
the U-tubes . 
Some fundamental approximations a r e used for the formulation of the 
equations. These a re : 
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a. Use of uniform water and s team velocity on the pr imary and the 
secondary s ide and constant s t eam to water velocity rat io (slip factor). 
b. No subcooled boiling i s included. The water i s heated to saturat ion 
and afterwards all the energy is used for s team production. 
c. Thermal equilibrium at the saturat ion point is assumed in the boiling 
par t of the core , the r i s e r , the s team volume and the upper par t of 
the feedwater chamber . 
d. No heat conduction takes place along the tubes. The tubes a r e divided 
into two shells each with half of the heat capacity and with al l the heat 
r e s i s t ance between the she l l s . 
e. No boiling is allowed in the downcomer and no heat t ransmiss ion takes 
place from the co re . This assumption l imits the working range of the 
p r e s s u r e t ime derivative to values less than 1 -2 b a r / s dependent on 
the power level. 
f. All heat exchange with the wall and the s tee l constructions in the s team 
volume i s neglected. 
The bas ic equations a r e given in sections 6 . 1 . A to 6 . 1 . F . Section 
6 . 1 . G contains a discussion of the problems ar is ing from the digital 
s imulation and a r ea r rangement of some of the equations. 
6 . 1 . A. The Core 
The t empera tu re in the p r imary c i rcui t and the non-boiling par t of the 
secondary circui t is described by the two par t ia l differential equations: 
dT . qn 
T? s-w <r L + V f V (6 ' ,- , ) 
P PP K 
»HP _ 
TT " W ^ r 5 - - A s ' f s V (6.1.4a) 
8 PS 
The z -ax is t rave ls up and down along the U-tubes and the x-axis t ravels 
from the bottom to the top of the c o r e . The U-tubes a r e substituted by two 
s t ra ight tubes , with an art if icial connection at the top. This means that the 
c o r e can be t reated as a para l le l flow and a counter flow heat exchanger 
with common secondary flow and with the pr imary output from the f i rs t as 
the p r i m a r y input to the second. 
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The heat capacity c and the density P, are taken as functions of 
temperature assuming constant pressure, as the pressure influence is 
small at a certain distance from the saturation point. However, at the 
secondary side, where the temperature is the saturation temperature, c 
i s calculated from the curve for 50 bar extended by "near saturation values" 
up to 300°C. 
The two tube shell temperatures are described by ordinary differential 
equations for sections of unit length with constant temperature within a 
section. 
* r l " <T <<V<lr>. <6-'-2> 
i* r 
Tr2 = é - K - « s > - <6''-3> 
r 
In the boiling part of the secondary side equation (6. f .4a) is substituted 
by two equations (6.1.4b) and (6 .1 .4c) giving the steam and water flow: 
a . q d h d p 
*
(v> '"4^ (t'i (° {'*° Tnf+ \ -*£> 
(6.1.4b) 
^ ' - » ' ° " - ^ t % + £ ^ - £ ^(v» <••'•*> 
The equations (6 .1 . 4b) and (6 .1 , 4c) are derived from the basic con-
tinuity mass and energy balance equations. The derivation may be found 
in Appendix B. 
The heat transfer i s calculated according to the Dittus-Boelter equation 
or, in the boiling region, according to the Thorn equation. 
The Dittus-Boelter equation is: 
^ - 0.023 (-2^2.) ( -E-) 
where n « 0.4 for cooling and 0. 3 for heating. G i s the mass flow rate per 
unit area. 
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The heat transfer coefficient h can be written as: 
- 0 . 8 
h = 0.023 ^-K-T H(p.T), 
De"'" 
where 
n
 i c 1 -n 
H < P - T > = P , 0 . 8 . n • 
The function H(p, T) i s shown in figs. 9 and 10 for n = 0.4 and 0. 3 
respectively, corresponding to the primary and secondary side. The 
influence of the pressure is small except near saturation at 150 bar, and 
this area is not used. With a reasonably good accuracy the functions ma\ 
be represented by straight lines or better by higher order polynomials 
independent of pressure. 
The Thorn equation gives the heat transfer in the following form: 
q = 1.972 exp ( ^ ) ( T r 2 - T g a ) 2 . 
Due to the boiling heat transfer mechanism the heat flow is proportional 
to the square of the difference between the metal surface and saturation 
temperature. This equation i s used when it gives a higher heat flow than 
the Dittus-Boelter equation. 
The heat transmission equation for the primary side giving the heat 
flow per unit length of the tubes will then be: 
% ' 0De020,z"3 V ^ > ° ' 8 Hp(T, <Tp - T r J) ; (6. , . 5) 
and for the secondary side one of the two equations: 
% ' ° ^ 2 3 M 3 ° s < A7>0'8 HS<T> < T r2 -V' or < 6 ' ' • ' a > 
s 
qg - (!. 972 E-3) e x p f ^ ) ( T r 2 - T g a ) 2 . (6 .1 . 7b) 
The equation, ( 6 . I . 7a) or (6 .1 , 7b), that gives the highest value of q 
i s selected. The total q in equation (6 .1 ,4) i s the sum of two terms from 
the tube sections at the same height in the upstream and downstream leg 
of the U-tube. The units for q in eqs. (6 ,1 .5) and (6 .1 .7 ) are MW/m when 
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MKS units a re used for the other var iables and H has the dimension given 
in figs. 9 and 1 0. 
The heat flow per unit length through the tube wall i s given by: 
*r • E F ° r < T r ! " Tr2> • < 6 ' ] • 6> 
In the boiling region eqs. (6.1.4b) and (6 .1 .4c ) a r e used to calculate 
the volume flows (v a) and (v-(1 -a)) along the tubes . When these flows 
a r e known the void fraction a may be calculated a s : 
(v o)/S 
°
 =
 (vgo)/S*+ (Vf(1 -o)) ' ( 6 - K 8 ) 
using the relation v = S v, where the slip factor S i s taken as a constant. 
The s team quality X is calculated as : 
The s team quality i s used to calculate the friction p r e s s u r e drop in 
the boiling region. The two-phase friction i s calculated according to 
Becker as the one-phase friction multiplied by the two-phase friction 
multiplier R. The p r e s s u r e drop a c r o s s Ax i s then: 
*»
 = f
 TBi p v* R ' 
where the friction coefficient f i s : 
f = 0.1 84 R e * 0 , 2 R e ' J- De v P , 
und the two phase friction multiplier R is taken a s : 
R = 1 + 2400 — . 
P 
Introducing f, R and R in the equation for 6p we obtain: 
Ap » 0.092 å . \ v 1 ' 8 p 0 ' 8 t ) ° ' 2 ( 1 + 2400 £ ) . 
D e ' ' * P 
The calculation can be simplified by expressing the pressure drop 
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relative to the density and introducing the function F f(T) 
Ff(T) = ( J - ) 0 2 . 
The p r e s s u r e drop ac ross one section of the co re then takes the form: 
__L = 0. 092 ™ - v' • ° F,(T) (1 + 2400 - ) . (6.1.1 0) 
p fs De ' • p 
s 
F» i s the only factor dependent of t empera tu re . It is shown in fig. 11 
and appears to be independent of p r e s s u r e ; fu r the rmore it is fairly constant 
in a la rge t empera tu re range. For simplification we use F.(T) = 0.0425 
'' 0 2 (Sp) ' . The velocity v should be the total m a s s flow divided by the flow 
area and the density, 
W + W. pae 
v =-x-g-S = v - (1 -o )+ (v ,a ) - -£5 . (6 .1 .10a) 
A s pfs f g pfs 
6 . 1 . B . The Hydraulic Loop 
The secondary circulat ion ra te i s governed by the void volume and the 
friction forces , which in the steady s ta te neut ra l ize each other . Besides 
the p r e s s u r e drop in the core we have p r e s s u r e drops in the downcomer, 
the r i s e r , the feedwater chamber and at the inlet to the core . Only the 
first of these can be calculated, the others can only be est imated. Thus 
they a r e included in the total p r e s s u r e drop by a multiplication factor in 
connection with the downcomer, assuming that all of them depend on the 
water velocity in the same way. 
Using the s a m e procedure as for the co re the downcomer p r e s s u r e 
drop becomes: 
?jf - 0 • 0 9 2 D 7 T 7 ^ F f < T ) v d , ' 8 • <6-'-"> 
d 
The effective length of the downcomer is equal to L . multiplied by the 
correct ion factor mentioned above. For lack of bet ter knowledge L 1 . is 
used a s 2 L .. 
The momentum equation i s derived as shown in Appendix B and used to 
calculate the circulation velocity. We use equation B9 from the appendix 
with the term L equal to ze ro . 
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af • » - * » • 
The momentum J is the momentum per unit area for the closed loop. 
The driving force O and the friction pressure drop A p» are: 
D = g(p f e - Pgs) £ « * * . 
Ax 
Apf = Ap2+ ^ A P l • 
Ax 
In the first term of the expression for D, p„_ is small compared with 
s s 
p. and will be neglected in the following. 
The momentum J must be calculated for both single-phase and two-
phase flow sections. 
For the two-phase flow the momentum will be calculated assuming that 
the total mass flow takes place in the water phase. This means that we 
neglect the extra momentum originating from the slip ratio. The water 
velocity at a given position is multiplied by the factor 1 /(I -a), while the 
density is multiplied by (1 -a) so the product pv remains constant along the 
channel. 
For all sections the velocity will be referred * ) •' -. downcomer by the 
relation vy Ay = vd Ad. 
Introducing these simplifications and dividing by p . leads to the final 
form of the equation: 
A d • 6 p 2 x A p 1 
y y Ax W Ax , S 
i 
On the left side the summation is carried out for all sections in the 
closed loop, while the summation on the right side is over the core only. 
The sum on the left side is dominated by the downcomer; this reducer the 
influence of the simplifications. 
The secondary mass flow is finally calculated from v . as: 
W s " Ad vd >fs ' < 6 ' ,- I 3> 
The saturation value of the density i s used here as in equation (6.1.12) 
since the temperature will always be quite near the saturation point. 
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6.1. C. The Riser and the Steam Volume 
Due to the complicated mechanism of the steam-water separators in 
the riser, a detailed description of the steam-water distribution is im-
possible, so only a rough approximation is used. It is assumed that the 
void fraction is equal to the output value for the core throughout the riser 
in the steady state and follows dynamically with a time lag equal to the 
transit time for a steam particle: 
•r » T " ( * 0 - »p) (6.1.14) 
r 
V V P o 
' r T ^ V1-2- • »« • • • ' »> 
s go go 
It is further assumed that the water and steam phase is in thermal 
equilibrium at the system pressure during transients. In this respect the 
water in the upper part of the feed water chamber is included in the water 
volume of the riser. Thermal equilibrium means that mass transfer 
between the two phases takes place. 
The energy equation for the steam volume and the riser leads to the 
following equation: 
dp 
< V e* «rVr> a~pf * " Wgo " W l ' V r V « . * C ' P 
The term CI >p represents the mass exchange with the water during 
pressure variations. CI may be somewhat simplified: (V +a V ) can be 
used as a constant volume because the variable term o V will always be 
r r J 
small compared with V ; and (V. u + Vr*Ve) c a n Sfi reduced to the same 
volume as that used for (V •»• o V ) because ( P . • ))N I (note that P-t-
has the dimension 1). So p may be written as: 
P - (wgo-wrvrirPg8)/«ve*«rmvr) ^J5 «. c. 
(6 .1 .16) 
Cl
 " h^ (Pf.*P7 (Vbh*V ,-°r»* < V r m V < ' , . . # "'»• 
fg • * 
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The steam load W. is taken as a load constant C multiplied by the 
pressure: 
Wj = Cj p . (6.1.1 7) 
The steam load is varied by variation of C, . 
The water flow to the feed water chamber will be: 
Wb - W fo + CI p + V r i r P f s . (6 .1 .18) 
6 . 1 . D. The Feedwater Chamber 
The energy equation for the lower part of the feedwater chamber i s 
used to calculate the temperature assuming complete mixture of the feed 
water with the recirculating water: 
K v b i ° f = w b <hfS - V + w i <hi - hb>-
Introducing the heat capacity c for the recirculating water at j ps 
saturation, c = ^(c . + c ) for the feedwater, and as an approximation 
using c for the mixture, gives us: 
T b =
 ^ T ( W b ( T «a " Tb> + W i " E ^ i - T b » - < 6 ' ? ' 1 9> 
bl fs ps 
c 
The ratio -£— can be taken as a constant value equal to 0. 94 with an 
ps 
error less than 3% in the pressure range 50-75 bar and a feedwater tem-
perature oi 210-240°C. 
The water level changes may be calculated as: 
åL
*"k*r ( w b + w i - P 7 n r t v>- <6-l-20> 
b fs r 8 
where V is the sum of all water volumes outside the core. It i s assumed 
that the overall temperature dynamically follows the saturation temperature. 
6 . 1 . E. The Downcomer 
The downcomer is separated from the core by a steel shield. As the 
temperature difference across the shield i s less than 5°C, and the heating 
surface less than 5% of the U-tube surface, the heat transmission through 
the shield can be neglected. It i s further assumed that the pressure 
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variations are so slow that boiling i s avoided in the downcomer. This 
means that P < § £ j f » where AT"i 4°C, A t ^ 2 s a n d g | - l bar/°C. 
The energy equation then gives: 
tnr- -ir Ad pfsTd« <6-'-2,> 
s 
with the direction of the x-axis from the top to the bottom. 
6 . 1 . F. The Inlet and Outlet Chambers 
The inlet and outlet chambers in the primary loop are not important 
since they are small and without heat exchanges with the surroundings. 
Each introduces a time lag of approximately 1 sec at normal primary flow 
rate. The two equations are: 
W 
(6.1 .22) 
(6 .1 .23) 
6.1 
TPI 
T XP2 
.G. 
P 
V'f 
w 
•v-V 
V p o P f 
Solution by 
- ( T • 1
 px 
(T -x
 po 
- T \ 
x p l ' ' 
v-
a Digital Program 
The differential equations are solved by division of the space axis into 
subsections and by sampling in the time domain using first-order differences 
for the derivatives. This gives the most simple program, but a careful 
procedure has to be used when solving the equations to obtain a stable 
solution with reasonable dynamic accuracy. 
The most stable and accurate solution i s obtained by calculation of the 
space derivative for the next step in space and time, as function of the 
variables taken as mean values of both the space and time step concerned. 
However, the time derivative, for reasons of stability, must always be 
evaluated at the end of the space section. This procedure demands feedback 
in the equations and parallel solution of several equations, wh ch by pure 
digital programming leads to iterations or the solution of a large set of 
coupled equations. 
Another important problem i s the simultaneous integration along the 
primary and secondary space axis , which by digital methods can only be 
accomplished through time-consuming iterations. 
The present chapter describes how the basic equations are used and 
how the problems mentioned above are solved. 
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Eqs. (6 .1 .1) and (6 .1 .4 ) have extremely strong feedback tixtm T and • 
which it i s absolutely necessary to take into account in the solution. This 
i s done quite simply in the temperature equations. We introduce the fol-
lowing approximations: 
T(j+1. «+ 7) = l ( T ( j + l , n t l ) - T { j + 1 . n ) ) f 
| j ( T ( j + ^ n+1)) = ^ ( T ( j + 1 . « r M ) - T ( j . n + l ) ) . 
The integers j and n stand for the space and the time step respectively. 
Introduction into eq. ( 6 .1 .1 ) and solving with respect to T ( j+1 . n+1) givrs: 
Q A P A P 
T ( j + ! . . * M H - W - ? - + w ^ T « • ! , • ) • j L T J j . i r t - l ) ) / ! ^ ^ ) . 
P PP P P 
Eq. (6 .1 . 4a) i s changed similarly: 
T s ( j+1. n+1 )'k^~* rfrr T s ( j+1 . n)* j L T g ( j . „+ 1 )>/(^_ + ^ £ ) . 
s ps s s 
Eqs. (6 .1 . 4b) and (6 .1 .4c) are more complicated as o cannot be 
introduced as a simple function of one of the two variables (v o) or (v (I -a)). 
We use eqs. (6 .1 . 4b), ( 6 .1 . 4c) and (6 .1 . 8) to find an explicit solution to 
o(j+1. n+1). 
For convenience we introduce the following short notations: 
C 2
' \ ' g . 
dJi dP 
C3 » P - y i ? • h . 6s 
g» ^ P g tg 3 T ; 
d h 
C4
 *
 p
* * P 7 
C 6 - - i - ^ 6
 >fs ^ T 
pfs «Pb 
Ct 
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' f s 
• ' - j C s U . a + 1 ) * • ( j+ l .n ) ) 
» « « ( j+ l .n) 
• • « ( j + l . n + l ) 
Qgl * ( ^ - p V C3 + (I -o«) C4 - 0.1 ))/C2 
QS2 * . p ( t ' C5 + ( ! - • ' ) C7) 
UG « v « U . n + l ) 
UF « » j d - a X j - n + D -
From eqs. (6 .1 .4b) and (6 .1 .4c ) we find: 
AUG * Ax - J ^ ( v • ) * AxQSI - j f («-og) 
AUF * x - ^ j - (vjO-a)) » (1-C8) J i (o-«g) • Ax Qs2 - C8 AUG. 
Insertion in eq. ( 6 . 1 . 8 ) gives: 
o (UG* Ax QSI - | f ( « - « g ) ) 
• • -S (UF • (1 -Cii) | £ (o-o g) • Ax QS2 - C8 Ax QSI +C8 ^(«-«» g ) ) 
» UG • Ax QSI - Jjr (a-o g ) , 
which after reduction takes the form: 
A o 2 • B o • C • 0, 
where 
A-fflS-l) 
B • UG • S UF • Ax (QSI • S(QS2 - C8 QSI ) - jr(«g<S-1 H » 
C • - ( U G * « M Q S ! • i « g ) ) ' 
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NB: The unit for power used here is MW, therefore the constant 1 in QS1 
has been changed to 0 . 1 . 
The solution gives: 
o = {-B+ (B2 - 4 A C ) ° ' 5 ) / 2 A . 
The shift from tempera ture calculation to void calculation takes place 
when a value of T (j+ 1, n+ 1) exceeds the saturat ion value. For this section 
the output value of T is fixed to T and the length of the boiling part of 
the section Ax' is calculated as : 
A,. - A ~Ls{i+]'n+]) - T s a 
AX
 " *
X
 T s ( j+1 ,n+t) - T s(j ,n+1) • 
and used in the calculation of. a from the formulae given above. 
In the calculation of the temperature and void profiles for the t ime step 
n+1 by integration of (6 .1 .1) - ( 6 . 1 . 4) we should use heat flows taken at 
time n + w: 
q(n+ ]7) = ^ ( q ( n ) + q(n+1)) , 
but generally this is impossible . Therefore we perform the calculations for 
q taken at time n and s to re the resul ts as temporary profiles. The ca l -
culations a re then repeated with the heat flow calculated on the basis of 
these temporary profiles, and finally we use a mean value of the two r e su l t s . 
This procedure corresponds to the improved Euler integration method. 
However, in the pr imary and the secondary t empera tu re calculations, where 
it is possible to improve the stability and accuracy by using the mean tem-
perature 
T m = 2 ( T ( j» n+ ] > + T<J+ '' n » 
for the heat flow calculation, this mean t empera tu re is used. 
Together with the void calculations for the subsections of the core we 
calculate the friction p r e s su re drop also as a mean value between two s teps . 
Afterwards we calculate the driving force from the void distribution at t ime 
n+1, the p ressure drop outside the co re from the velocity v . at t ime n, 
and finally, by s imple Euler integration, the velocity v . (n+J) . 
The p re s su re is calculated in a s t ra ight forward manner from eq. 
(6.1.16) by Euler integration, but the internal feedback from m a s s exchange 
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between steam and water has been taken into account. Only the smal l feed-
back t e rm AW = Ap • AC, is neglected as it appears to affect the accuracy 
much less than the uncertainty in the s team volume. However, step changes 
in Ci may s t a r t damped oscil lat ions in p due to the missing feedback. 
These oscillations may be avoided using a t ime lag, equal to the sampling 
t ime, for p. 
6. 2. The Simplified Steam Generator Model 
The simplification mainly consists of two points: 
a. The subsections in the core and the downcomer a re separately lumped 
together in one sect ion. 
b. Some slightly varying pa r ame te i s a r e substituted by constant values. 
The lumped core model gives no information on the void distribution, 
so an empir ical relation between the void volume and the outlet void fraction 
is introduced, and the two-phase friction drop is calculated in a s imi la r way. 
The present chapter gives all the equations for the sake of completeness, 
even though some of them a r e identical with the corresponding ones in 
chapter 6 . 1 . 
The equations for the pr imary inlet and outlet chambers a r e t ransfer red 
to the pr imary loop descr ibed in section 4. 
The core p r imary outlet t empera ture i s the most delicate one to 
descr ibe by one space node. It may be written as a sum of two t e rms : 
T = T , - AT , (6 .2 .1) 
po p i , n po • 
where T . i s the inlet t empera ture T . delayed T - v p P f / w p » a n d 
AT is the t empera tu re drop resulting from the heat t ransfer . AT may 
be calculated by a single t ime lag equal to the t ransi t time for a water 
part ic le: 
4 V* V 7 ( % - w - 4V- |6-2-la) 
In the s a m e way T . could be calculated with the same time lag. 
However, this would be the poorest approximation to a time delay. On the 
other hand, division into many sect ions and calculation of T .
 () by a 
s e r i e s of t ime lags would requ i re too much calculation equipment or t ime, 
and, as shown by exper iments , give a poor t ransient response in connection 
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with the approximation in eq. (6. 2.1 a). The optimal number of sections 
has appeared to be two. The equations for T . will then be: 
V , - ^ ( T p i - T p i . i > - ( 6 - 2 - , b ) 
2 W 
Tp1.2 = V^>f-< T p, .1-V2>- <6-2-lc> 
The mean value of the pr imary t empera tu re T i s calculated as a 
weighted sum of inlet and outlet t empera tu re and used for the heat t r a n s f e r 
calculation. 
p p pi ' p ' po * ' 
The weighting factor a i s chosen tc give the best possible mean value 
of T along the U-tubes for the working range 25-100% of full load. The 
tempera ture distribution T (x) i s calculated by the detailed model. 
As in section 6 . 1 , the wall of the U-tubes is divided into two shel ls 
each descr ibed by f i r s t -o rde r equations: 
r e K 
*r2 'rrWr-V (6-2-4) 
r c 
The heat flows Q , Q„ and Q a r e calculated as follows: 
s-T«.? s1.')'' VW-
uep p 
% a T F " ^r <Tr1 " T r2> ' * <6 '2« 6> 
Q , - (1. 972 E-3) O s L c e x p ^ ) ( T r 2 - T g a ) 2 . (6. 2. 7) 
Calculation of Q is based only on eq. ( 6 . 1 . 7b) which i s the dominating 
one of the two forms a and b. Equation ( 6 . 1 . 7a) will normally only be 
used for less than 10% of the heat transport. 
The heat flow to the secondary side Q i s divided into two terms: 
(Q - Qk) used to heat the water from the inlet temperature T d to the 
- 41 -
saturat ion t empera tu re T , and Q. available for s team production. 
Qk = < V W s C P s < T s a - T d > - < 6 - 2 - 8 * 
On the secondary side the energy and mass balance equations give the 
total void volume and the water outlet flow: 
1 Qlc n d h as dpøs d h fs 
v = - ! _ ( * - . X - r v - (P -,-Si + h, -r££)+v,p, - 3 - v )-w ) 
g PgS ^  *fg g g S ^s ^ ^ P T f f s^lp7 s g 
(6 .2 .9) 
Wf - W8 - Wg + Vg( P f s - p g s ) - p(Vg - ^ - S H- Vf ^ ). (6. 2 . , 0) 
As we need four output var iables for the secondary side (V , W,, W 
o o 
and a) , we must find a further two equations. One i s obtained by use of 
the s team to water s l ip rat io S. Fo r the other, an empir ical relation, F , 
between the void volume V and the outlet void fraction a, will be used. 
g 
w g s S w f i V - p f • <6-2-n) 
V„ 
°
 = F o ( V V2 ' (6.2.12) 
The equations for the r i s e r , s team volume, and feed water chamber a r e 
in the basic form used as given in section 6 . 1 : 
V s TT V r o P g s ' ( 6 ' 2 ' , 3 ) 
g 
o_ - T - ( o - a J , (6 .2 .14) 
r 
P - ( W g - W r W r i r P g s ) / ( ( V e + a r m V r ) - ^ i + CI) (6 .2 .15) 
B 
1 d h f « d h a « 
01
 " 4 (Pf* ^ (Vbh + Vr " ° r V r ) + (Ve+ a ™ V r ) ( V nfH "' »' 
Wb » Wf + p CI + V r i r PtB , (6. 2. 1 6) 
Tb ' ^ <Wb<T.a " V " Wi< V T i > ^ f ) ' <6' 2 ' ' 7> 
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The downcomer is treated as one section giving a single time lag 
function. 
*
d =
 ^ s W s < T b " T d ) * ( 6 ' 2 ' , 8 ) 
The basic equation for the friction calculation in the secondary side of 
the core is the same as in section 6 .1 , but the velocity v is taken as the 
water inlet velocity v,., and l>RAx i s approximated by an empirical function 
F R of the void volume V . The equation then takes the following form: 
1
 s 0-092 p F 1.8 , f i . 
P}7
 p e 1.2 F f F R Vfi • < 6 ' 2 ' ' 9> 
s 
The pressure drop in the other part of the hydraulic loop and the c ir -
culation velocity is calculated just as in section 6 .1 . 
P--9^^ FfL'oV' 8 ' <6-2'20> fs De d 
Ap, Ap 
W s = A d v d "te • <6.2.22) 
The wat«1'- level is finally given by: 
L b = x V " (Wb + Wå - Wg - p ^ IV), (6. 2. 23) 
b is r s 
where EV is the sum of all water volumes outside the core. 
Several coefficients in these equations will vary with temperature and 
pressure, but an analysis has shown that only few of them are important 
for the overall performance of the steam generator. Details of the analysis 
will not be included in the present report, only that three parameters were 
found so important that they must be calculated as functions of the tempera-
ture or pressure, these are: c in eq. (6.2.1 a), h. in equation (6 .2 .9 ) , 
a n d
 Pffg/Pfs i n e q ' (**' 2* " )* Variations in other parameters are of minor 
importance for the transient response of the main variables, even though 
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some have a considerable influence on the internal variables, especially in 
the short time scale. 
The selection of the two empirical functions F and F R i s based upon 
static values calculated by the detailed model. The results are shown in 
fig. 1 2; two linear functions were used for F and F „ . 
The simplified model is realised as an analog version where the three 
variable coefficients mentioned above are inserted via MDAC units. The 
model has three output variables: primary outlet temperature, secondary 
steam pressure and water level, and four input variables: primary inlet 
temperature, feedwater temperature and flow, and steam load. 
Transient responses for the two models are compared on figs. 13 and 
14. The first figure shows the responses in steam pressure and primary 
outlet temperature for a step in steam valve opening; the next figure shows 
the same variables for a step in primary inlet temperature. In both cases 
the agreement for steam pressure is excellent. For the outlet temperature 
the deviation in the responses for the two models is quite clear, but still 
acceptable, especially as the simplified model will never be exposed to 
step change in the inlet temperature or other signals with high frequency 
components. 
Symbols for the steam generator model 
A : cross sections (m ) 
A : core primary 
A : core secondary 
A : r iser 
A. : feed water chamber 
Ad: downcomer 
De : hydraulic diameters (m) 
De : core primary 
De : core secondary 
De ,: downcomer 
3 
V : volumes (m ) 
V : p.'imary side 
V : secondary side 
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V : s team volume 
e 
V : r i s e r 
V . , : feed water chamber below inlet 
V. . : feed water chamber above inlet 
V .: p r imary inlet chamber 
V : p r imary outlet chamber 
V : total void volume in core 
g 
: length (m) 
L. : feed water chamber (water level) 
L : r i s e r 
r 
L . : downcomer d 
L : core 
c 
A r : tube thickness 
2 
: Surfaces (m / m ) for one flow direction 
O : core p r imary 
O : core secondary 
O : core tube between inside and outside shell 
r 
2 ' 
G : mass flow per m (kg/s m") 
W : m a s s flow (kg/s) 
W : core p r imary 
W : core secondary inlet 
W : core secondary steam phase 
W,: core secondary water phase 
W : core secondary steam outle 
W. : core secondary water outlet 
45 
W : s team load 
W.: feed water inlet 
W. : water to feed water chamber b 
Tempera tu re ( C) 
T : core pr imary 
T : core secondary 
S 
T ,:: co re tube wall inside 
rl 
T
 0 : co re tube wall outside r<J 
T. : feed water chamber 
T ,: downcomer d 
T •: p r imary inlet 
T : p r imary outlet 
po J 
T . : p r imary inlet chamber 
T „: p r imary outlet chamber 
T .: co re secondary inlet 
T : saturat ion 
sa 
Heat flow per m (MW/m) 
q : from pr imary flow 
q : to secondary flow 
0 
q : through tube wall 
Heat flow (MW) 
Q p , Q g and Q r correspond to qp, qg and q r 
Q. : heat flow for steam production 
; Velocities (m/s ) 
v.: co re water phase 
v„: core s team phase $ 
v„ , j co re s team outlet go 
v . : downcomer 
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: Enthalpy (MJ/kg) 
h.: feed water inlet 
i 
h. : feed water chamber 
h - saturated steam 
g s 
h, : saturated water fs 
h, = h - h. evaporation heat 
3 
: Densities (kg/m ) 
Pj; water 
p : steam 
g 
P • saturated steam 
g s 
p. : saturated water fs 
: Heat capacities 
c : primary specific (MJ/kg °C) 
c : secondary specific (MJ/kg °C) 
c .: feed water inlet specific (MJ/kg °C) 
c p m : , / 2 < c p s + c p i , ( M J / k g O C ) 
C: tube wall (MJ/m °C) 
: Void fraction 
o ; core outlet 
o 
a : riser 
r 
a ; mean void fraction in core 
m 
« „ : mean void fraction in riser rm 
i): Dynamic viscosity (kg/m s) 
* r : Thermal conductivity for U-tube (MW/m °C) 
f: Single-phase friction coefficient 
F-: Single-phase friction parameter 
R: Two-phase friction multiplier 
R : Reynolds number 
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H: Heat transfer parameter 
S: Slip factor * v _ / v r 
X: Steam quality 
p: Steam pressure (bar) 
C,: Steam load constant (kg/s bar) 
2 
g: Gravitation constant (m/s ) 
7. THE TURBINE-REHEATER MODEL 
7 . 1 . Pressure and Flow Calculations 
A steam flow diagram i s shown in fig. 15. It i s assumed that the steam 
flows from the main steam line through the regulating valve to the HP inlet 
steam chamber, with volume V . . further through the HP turbine to the 
moisture separator and reheater, with volume V. , and then through the LP 
turbine to the condenser. Prom the HP turbine a fixed fraction a. goes to 
feed water reheaters, and a variable fraction a is separated as water in the 
moisture separator. 
The pressure dynamics is related to the two volumes V. and V. and i s 
calculated by steam mass balance equations: 
•V 
P l ! 
1 
v i < ? p * > h 
«v 
<Gr 
G n ) . 
-
G l > ' 
(7.1) 
G r M l - a t)G t . (7. 2) 
Steam flows are calculated using the general flow equation for subsonic 
flow through convergent - divergent ducts: 
2 k+1 0 .5 
G « const. »A | r2g - ^ £ ( r* - **~)\ 
where K i s the ratio of specific heats c / c , r i s the outlet-inlet pressure 
ratio, p i s the inlet pressure and v the corresponding specific steam volume. 
A i s the flow area and g the gravitation constant. 
The formula can be written as 
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G = const. » A Y ( £ ) ° - 0 
2 k+1 0. 5 
_ k k" " k - A Y = 2ZT+T\r -r J 
For the p res su re range up to 80 bar the density for saturated s team is 
roughly proportional to the p r e s s u r e . Use of this relation reduces the flow 
formula to: 
G = const. * A Y p 
This formula will also be used for the LP turbine even though the inlet 
steam is superheated, because the superheating i s smal l and is only valid 
for the first third of the LP s tage. 
When the p r e s s u r e rat io is below the c r i t i ca l value (here 0. 577), the flow 
velocity is equal to the sonic velocity and the m a s s flow is independent of the 
p r e s s u r e ra t io . The normalized function Y for k = 1.1 35 is shown in fig. 1G. 
For the regulating value the p r e s s u r e ra t io will vary in the range from 
0. 95 at full load to 0.1 at minimum load, so the flow equation is used as ; 
G = k A p Y (p /p , ) , (7.3) 
v v v rv v " v ' H r ' ' ' 
where A is normalized valve opening a rea and Y is the normalized function 
in fig. 1 6. 
For the HP turbine the p r e s s u r e rat io is about 0. 25 at all loads, so Y is 
constantly equal to 1. The flow equation is then: 
G h - k h p h . (7.4) 
The conditions a r e more complicated for the LP turbine. For the f irs t 
s tages the p r e s su re ratio is nearly constant giving the same s imple expression 
as eq. (7.4), but for the last s tage the p r e s s u r e rat io changes with load. How-
ever, as the last stage is normally designed for near cr i t ica l flow, and the 
value of Y Tor the other s tages is nearly constant, the s ame simple relation 
will be a useful approximation. 
Gl'klp1, (7.5) 
A more accurate calculation would a lso requ i re a more detailed desc r ip -
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th i rd-order polynomials in the saturat ion t empera ture , which again is cal-
culated by a fourth-order polynomial in the p r e s s u r e . 
7. 3. Reheater Calculations 
A schematic diagram of the simplified r ehea te r model is shown as par t 
of fig. 1 5. The hot s team flowing through the tubes i s completely condensed 
before it leaves the rehea te r at sa turat ion t empera tu re . It is assumed that 
the water level at the bottom is controlled automatically. The secondary 
s team in the r ehea te r mainly flows in c r o s s flow and will be in a superheated 
condition all the t ime . 
The heat t ransfer is descr ibed by a constant t empera ture drop from the 
hot s team to the water film on the tubes and constant heat t ransfer coefficients 
for the tube wall on the two s ides of the tubes. All the tube heat capacity is 
concentrated on the cold s ide of the tube (between two heat t ransfer coef-
ficients). The secondary t empera tu re is calculated by the energy balance 
equation assuming equal t empera tu re all over the volume. 
The equations a r e : 
T t 1 - T g a - AT t l (7.21) 
Q t = kt<Tt1 ' Tt2> <7-22> 
« r = k r<T t2 " T r o ) (7. 23) 
T t 2 - ^ « t - « * r > < 7 ' 2 4 ) 
T r o = VJj; « r - G r * p <Tro " T r i » <7' 25> 
Q r 
G m s T T 1 • (7.26) m
 "ft 
The coefficients k. and k a r e fixed heat t ransfer coefficients ca l -t r 
culated from basic heat t ransfer data and full load working values. AT.. 
is a fixed t empera tu re drop on the p r imary side of the tubes. 
7.4. Implementation of the Model 
The equations a r e solved by hybrid calculat ions. The p r e s su re and 
the heat t ransfer dynamics a r e solved by analog components, while the 
power calculation is ca r r i ed out digitally. The digital routine reads the 
p r e s su re s and the heat flow to the secondary side of the r eh t a t e r from the 
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analog machine. The turbine module obtains the inlet steam pressure and 
saturation temperature from the steam generator module, and as output 
gives the steam load (G + G ) and the electrical power E . Internal 0
 v m & 
variables as pressures and reheater temperatures may be investigated 
during transients. The steam and water drain from the HP and LP turbim 
is not used, since no feedwater model i s included in the station model. 
Symbols for the turbine-reheater model 
p 
G 
T 
Q 
E 
V 
P 
h 
S 
c 
C 
X 
: P r e s s u r e 
: Flow 
: Tempera ture 
: Heat flow 
: Power 
: Volume 
: Density 
: Enthalpy 
: Entropy 
: Heat capacity, specific 
: Heat capacity 
: Steam quality 
Indices 
h 
1 
V 
c 
t 
r 
sa 
g» 
fs 
: HP-turbine 
: LP-turbine 
: Regulating value 
: Condenser 
; Moisture separa tor 
: Reheater 
: Saturation 
: Saturated steam 
: Saturated water 
bar 
kg/s 
°C 
MW 
MW 
3 in 
kg/in 
MJ/kg 
MJ/kg K 
MJ/kg °C 
MJ/kg 
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t, t . . %2 "• Tube in reheater, hot/ cold side 
r, ri, ro : Reheater, inlet/outlet 
8. THE ELECTRICAL POWER GRID 
The nuclear power station is ass jmed to supply power to an electrical 
grid in parallel with one other major power station. The relative power 
contribution from the two stations is E . / E and E J E . The power grid 
itself i s represented by a single time lag function derived below. The other 
power station i s assumed to be equipped with a frequency controller with 
proportional-integral control. The nuclear station itself i s controlled by a 
power controller in the present basic version. 
The grid is characterised by two quantities: the total kinetic energy K 
of the rotating machines, and the grid frequency characteristic droop S 
defined as AE/Af, where AE and Af are small deviations from the stead} 
state in power and frequency. The grid frequency characteristic droop S 
i s a measure for the change in power consumption during frequence devi-
ations. 
A change in power production &E without frequency control in the 
system results in a steady state deviation in frequency Af = AE / S . The 
transient i s governed by a first-order differential equation derived from 
the fundamental equation for a rotating machine 
J • « = M . 
Insertion of »» = 2*f, K = «J **- a™* AE = M •« leads to: 
* e £ n n 
J
- T T r - f n - <»•'> 
e 
The term AE i s the deviation between power production and consumption. 
Following a step change AE , AE will decrease towards zero as: 
AE = AE - Af S , . o a 
Insertion in 8.1 and normalising with f gives: 
*f _ n , o c Af i in ,\ 
rn Z K e rn a rn 
and solution of 8 .2 gives: 
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Af A E f / T 2 K Q 
n n a n a 
The quantities S„ and K a r e roughly proportional with the s ize of the 
a e 
grid, while the *ime constant T only depends on the type of load on the grid. 
Introduction of the relat ive grid frequency charac ter i s t ic droop S =S f / E 
gives a form of equation (8. 2) which i s independent of the grid s ize . 
Af . 1 , 1 AE Af , , . 
f T < 5 " I T " T' ' ( 8 ' 4 ) 
n r n n 
As the equations in the present chapter a r e all l inear, the differential 
equations a re most conveniently expressed by means of the Laplace operator 
s. This gives the final form of the grid equation: 
Af AE ' ' ^ r 
T = T~ TTTh ' ( 8 '5 ) 
n n 
The equation for the power station with frequency control i s taken as: 
A E2 i f i k e2 1 
^
 = r - < ^ + ^-)(i
 + , 2 v s ) ( i + T 2 t „T- (8*6) 
The equation gives the variation in power production caused by var i -
ations in the frequency. The normalization is used to make the equation 
independent of the grid s ize . The two t e rms , —^ and k .., a r e the propor-
tional and the integral gains of the control ler . The t ime constants, x„ 
and T belong to the steam valve and the turbir* genera tor unit. The 
steam valve speed signal is limited, corresponding to the working t ime 
from open to closed valve. The representat ion used here i s a very rough 
approximation giving only the fundamental charac te r i s t i cs of the generating 
units, nevertheless it is sufficient for the purpose. 
The deviation between power production and consumption, AE, may be 
calculated as: 
åK E„ AE AE, 
E7 S E7-TTT + IT" AE. + TT7 ' <8'7> 
n n - n n 
In the basic version the nuclear power station itself i s equipped with a 
power controller with integral action between power deviations and the 
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opening of the s team valve: 
K - ke1 <E1 " E1 r> • <8- 9> 
The steam valve speed signal A i s l imited as it is in the other s ta t ions. 
The model of the power gr id i s real ised as a wholly analog model 
consisting of l inear computing elements only. 
Symbols for the power grid 
Power from the nuclear station, equal to E in chapter 7 
Reference value for E. 
Power from all other s tat ions 
Nominal grid power 
Variation in load power 
Grid frequency 
Nominal grid frequency 
Moment of iner t ia 
Angular frequency 
Torque 
Kinetic energy of all rotating machines at the grid 
Grid frequency charac te r i s t i c droop 
Relative grid frequency charac te r i s t i c droop 
Time constant of the grid 
Time constant of steam valves 
Time constant of turbines 
Proport ional band for frequency control ler 
Integration gain of frequency control ler 
Gain of the power regulator for the nuclear station 
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M 
K e 
S a 
S r 
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r2t 
62 
k e2 
k e . 
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APPENDIX A 
The hybrid computer configuration: 
An EAI 680 analog computer with: 
30 in tegra tors 
1 2 t r ack - s to r e summer amplif iers 
1 2 limit s u m m e r amplif iers 
1 2 special function genera tors with junction inver t e r s 
6 junction inve r t e r s 
42 inver te r amplif iers 
24 mult ipl iers 
24 DA/AD interface units with junction inver t e r s 
1 2 adjustable diode function genera tors 
132 coefficient potentiometers 
Various logical units 
All junction inve r t e r s may be used as summing amplifiers 
A PDP8 computer with: 
I 2 k core memory 
A 800 k disk memory 
A floating point hardware p rocessor 
A dual DEC tape unit 
The interface sys tem between the two machines consists of: 
24 AD conversion channels 
8 DA conver ters 
24 multiplying DA conver te r s 
1 2 digital inputs 
1 2 digital outputs 
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APPENDIX B 
Basic continuity equations for m a s s , energy and momentum. 
F o r a one-dimensional flow of a single phase with flow area A, the 
m a s s and energy equations a re : 
dp
 -
 d G
 mn 
W ~ ' TT ( B , ) 
a(Pu) . a *(Gu) *(Gpv) , . 
G: Flow ra te per unit a rea 
u: Internal energy 
q: Heat flow per unit length 
P: Density 
v: Specific volume 
Introduction of the enthalpy h = u + pv simplifies equation B2: 
Combination of equations B1 and B3 as B3 - h » Bl lead to the final 
form of the energy equation: 
» f f - a - ° J i * » <B4> 
F o r a compartment with volume V, inlet flow W-, outlet flow W and 
complete mixing, the equations Bl and B4 take the following form: 
^ • ^ ( W j - W ^ (Bla) 
n s
 Tp"<Q- W i (h -h . )+ V p ) . (B4a) 
F o r a single phase flow of subsaturated water the equations maj be 
further reduced. As p i s nearly independent of p r e s s u r e p will be nearl> 
zero, so Bl a vanishes. For B4a, h may be e x p r e s s d as c T, where the 
heat capacity c i s a slowly varying pa ramete r , so c ~ 0. Fur ther , the 
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te rm Vp is normally smal l compared with the other t e rms so it can be 
neglected. This reduces B4a to 
T = v T ( F - - W < T - T i » - (fi4b> 
p 
For a two-phase flow of water and steam in saturated condition, the 
following mass and energy equations may be used: 
rr(°pgs+ e-^pfs* = " ^ < p f S v f ( , - Q ) + p g s v g ° ) ' <B5> 
-n-lop h + (1-Q) p. h , ) = 3 --£—(p, v,(1-a)h f + ø v oh ) + p at gs gs l ' rfs f s ' A 3x x Kfs P ' fs gs g g s ' K 
(B6) 
Equations B5 and B6 a re combined as B6 - h, * B5, which leads to 
the reduced form: 
<' -> pfs T ^ + ° ' g s ^ f + "fg £<« Pg s) -
(B7) 
I " hfg ^ ( P g s vgQ) " pfs vf ° "a) mr - pgs vg° T F + P 
h- is the evaporation heat. 
For normal operating conditions the p r e s s u r e and temperature variation 
along the channel will be smal l so the space derivat ive of h and o can be 
neglected. This leads to the two equations used in chapter 6; 
3
 /„ /i n - */i PfiS. *, a P g s . 1-a d pfs . Pgs d . . 
^ ( v ^ . - o n - a d - ^ - ) - p ( - - ^ - + p — - 7 F ) - P ^ ^ ( V ) 
(B5a) 
I T « V ) = K^-^-p^g-^?* hfg ^ > + < ' - 0 > p f s ^ r - ' » -
(B7a) 
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The basic momentum equation is 
& = - £ - ^ - £ + * - ' - > m aw 
G: Mass flow per unit a rea 
U: Momentum Flow per unit a rea 
F: Fr ic t ion force per unit a rea and length 
g : Gravity constant 
9 : Angle between flow direction and the gravity vector 
P : Mean density 
The momentum equation is only used to calculate the flow ra te in closed 
circulation loops. F o r this purpose B8 is integrated along a closed loop; 
the resul t can be written a s : 
^ . = D - 4 P f - L (B9) 
J: Total momentum per unit area in the loop 
D: Driving p r e s s u r e derived from density differences and from pumps 
Apf; P r e s s u r e drop from friction forces 
L: Momentum losses at input, output and c ross section res t r i c t ions 
For a sys tem with two-phase flow J and D i s given by; 
Idx J = 9 ( v f P f ( l - o ) + VgPgO)' 
D = g J cos» (Pf(1 -o) + P g a)dx + A p p u m p . 
Normally the te rm L cannot be calculated explicitly but may somet imes 
be estimated by empir ica l express ions . 
1. PW-rtactor 
2. Sttam gtntrator 
3. Main circ.pump 
4. Prtssuriztr 
5. Qutnch tank 
6. HP-turbint 
7. LP-turbint 
8. Gtntrator 
9. Moisturt stparator 
and r t h t a t t r 
10. Main condtnstr 
11. Condtnsatt pump 
12. LP-pr th ta t t r 
13. F t t d w a t t r tank 
14. F t t d w a t t r pump 
15. H P - p r t h t a t t r 
Fig. 1 PWR station ftow diagram showing tht main compontnts in th t pr imary 
and stcondary (oops. Tht modtt of th t stcondary sidt is s impl i f i td by 
omission of th t p r t h t a t t r s , tht condtnstr and tht f t t d w a t t r tank. 
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Fig. 6. Primary loop compartments for ca lcu la t ion of temperature 
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Fig. 7. Comparison of transient response for the two pressuriser 
models 
( A p bar 
Transient response for an inlet flow impulse 
of 50 kg/s in 10 s. 
1. The detailed model with steam superheating and heat transfer 
to the steel wall 
2. The simplified model without steam superheating and heat 
transfer to the steel wall , but with a digital f i l ter with 
a time lag of 0.5s in the inlet flow. 
- 67 -
Fig. t . Simplified diagram of U- tub« s team generator 
Steam outlet 
Feed water 
inlet 
Primary 
inlet chamber 
Steam volume 
Riser 
Feedwater 
chamber 
Secondary side 
of core 
Downcomer 
U-tube 
Primary side 
of core 
Primary outlet 
chamber 
Primary i n l t f A \ Primary outlet 
- Dtt 
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F ig . 10 . Heat t ransfer p a r a m e t e r H S (T ) for the steam 
generator secondary side 
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Fig. 12. The empirical relations FR and F a for the 
simplified steam generator model. 
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Fig 13. Comparison of transient responses for the 
two steam generator models 
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Fig. 14 . Comparison of transient responses for the 
two steam generator modets. 
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Transient responses of steam pressure and steam 
outlet temperature for a step in inlet temperature 
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O : Detailed digital model. 
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